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CONTROL SYSTEM FOR THE LLNL KICKER PULSE GENERATOR 

J.A. Watson, R. M. Anaya, E.G. Cook, B.S. Lee, S.A. Hawkins 

Lawrence Livermore National Laboratory 

A solid-state high voltage pulse generator with multi- 
pulse burst capability, very fast rise and fall times, pulse 
width agility, and amplitude modulation capability for use 
with high speed electron beam kickers has been designed 
and tested at LLNL. A control system calculates a desired 
waveform to be applied to the kicker based on measured 
electron beam displacement then adjusts the pulse 
generators to provide the desired waveform. This paper 
presents the design of the control system and measure 
performance data &om operation on the ETA- 
acc-'--ator at LLNL. 

1 Introduction 
High-speed beam kickers are used to provide prec 
beam manipulation for high current electron beams. is 
technology has been demonstrated on the El'A-I1 
accelerator at LLNL, and will be used on the 2"d axis of 
the DARHT accelerator at LANL. A detailed treatment of 
the kicker can be found in [I]. The pulse generators used 
to drive the kicker employ inductive adder topology, and 
include amplitude modulation capabilityr234 to compensate 
for transverse e-beam motion at the kicker input as well a9 
the dynamic response and beam-induced steering e, 

modulation is accomplished by controlling individual 
stages in the adder structure. Some of the boards are 
charged to one half or one fourth of the nominal charge 
voltage to achieve fine voltage control. The system is 
essentially a high voltage, ultra-high speed DIA converter. 

2 The Pulse Generator 
Lse generator is a linear inductive adder, essentially 

ubn of transformers with the secondaries connected in 
es. The primary and secondary winding of each stage 
sists of a s e turn. MOSFETS are used to switch 
rgy stored in a capacitor into the primary each 

itausformer. As illustrated in figure 2, the conduction 
interval of each stage is controlled by the width of the 
pulse on the drive circuit of the device, allowing for 
variable pulse width and burst capability [*I. Amplitude 

I Iguure L1 
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While the turn-on time of the adder assembly is extremely 
fast (approaching 20kV in IOnS), articulation of the 
amplitude is much more difficult as each modulation 
stage must switch the full output current of nearly 400A. 
We have achieved slew rates of over 50,000 VIpSec 
(linear ramp) using this approach. 
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3 Control System 
The control system used to determine the desired pulser 
output voltage to be applied to the kicker utilizes a 
feedforward design whereby the calculated voltage is 
based on information from current and past iterations. 
The beam is not actively controlled as it passes though 
the kicker; rather the voltage applied to the kicker is 
calculated based on the measured position of the beam on 
the previous pulse. There are two components to the 
control system, one that calculates the desired voltage to 
be applied to the kicker and the second to accurately 
control the output of the pulsers. The first component, 
referred to as the beam control algorithm, calculates the 
desired voltage based on measured electron beam 
position. The second component, the pulser control 
algorithm, sets the actual output voltage of the pulsers. 
The control system uses National Instrument's Labview@ 
development environment running on a WINNT@ PC 
platform. Acquisition of beam position data is 
accomplished with a GPIB interface to a Tektronix@ TDS 
600 series oscilloscope sampling at 1 GHz. Alternatively, 
the system can interface to other systems (including the 
data acquisition system used at the DARHT I1 facility at 
LANL) through a simple file sharing interface. Control of 
individual stages of the pulsers is provided by a 
Tektronk@ AWG520 10 bit Digital Pattern Generator, 
also sampling at 1GHz. Additionally, the control system 
passes miscellaneous control and status signals though a 
discrete input/output interface to a PLC. 

- 
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3.1 Beam Control Algorithm 
The beam control algorithm calculates the desired voltage 
to be applied to the kicker. A detailed treatment can be 
found in [l] and [4]. If we assume negligible beam- 
induced steering effects, we have a solution to the 
differential-integral equation of the kicker as a function of 
time 

where V,(t) is the applied voltage and c is the speed of 
light. The beam control algorithm compares measured 
electron beam position to a desired setpoint and calculates 
a desired waveform to be applied to the kicker using an S* 
order polynomial approximation of (1). The control 
system is iterative and adaptive, and can correct for 
effects that are deterministic but not correctly estimated 
by (l), including beam-induced steering and the 
impedance characteristics of the kicker structure. On each 
successful iteration, the beam control algorithm feeds a 
desired waveform to the pulser control algorithm. 

3.2 Pulser Control Algorithm 
This algorithm forces the actual output of the pulsers 
(measured at the kicker) to match the desired waveform 
fiom the beam control algorithm. The conduction interval 
of the MOSFET switches used in the pulsers is not 
linearly related to the width of the gate drive pulse for 
narrow pulses due to characteristics inherent with the 
devices. Figure 3 shows the relationship between output 
pulsewidth to input (gate) pulsewidth for a typical stage. 
For pulses under about 1 SnS, the devices do not turn on at 
all. Accurate control of pulsewidth from 20 - 12011s was 
a design requirement for the DARHT I1 application. For 
pulses between 20 - 40nS, the peak amplitude of the 
desired output pulse is set by turning on additional stages 
in the adder with the same pulsewidth as the main portion 
of the pulser. 
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Lookup tables are used to match the pulser output 
pulsewidth to the desired pulsewidth for the narrower 
pulses. Proportional-integral feedback with an adaptive 
element is used to match the peak amplitude of the pulsers 
to the desired voltage. Additionally, a derivative 
feedforward term is used to help compensate for fast- 
changing levels in the desired waveform. For pulses 
between 4 1 - 120nS, the pulser control algorithm matches 
the output pulse amplitude on a point-by-point basis (at 
1nS per point) with the desired voltage. 

5 Performance 
For the ETA-I1 experiments, two-thirds of the pulser 
stages were removed to scale for lower energy (6MeV vs. 
20MeV on DARHT 11). Preliminary testing of the pulsers 
and control system was performed with the pulsers 
connected to resistive loads. Figure 4 shows performance 
of the control system for a series of four different width 
pulses and an arbitrary amplitude component. This 
measured performance data was the result of five 
algorithm iterations. Note that the pulser control 
algorithm can run independently of the accelerator. The 



iteration speed is limited by the pulse generator’s DC 
charging supply to approximately 0.2Hz. 
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Figure 4 Desired and measured pulser voltage 
for a 4-pulse burst 

Convergence of the beam control algorithm is dependent 
on several factors, including repeatability of the 
accelerator and the amplitude of transverse motion on the 
incoming beam. On the ETA-I1 accelerator, only a single 
section of beam can be kicked due to the narrow beam 
width (50nS vs. 2pS for DARHT 11). In normal 
operation, the kicker is operated with a dipole surrounding 
the structure to steer the beam off center and ultimately 
into the dump. Energizing the kicker overcomes the 
dipole field and the kicked portion of the beam is 
transported straight ahead. To transport the full beam on 
ETA-11, this dipole was simply turned off. In addition, 
the incoming beam was transported through an aperture to 
lower current f?om 2kA to approximately 200A, to reduce 
space charge effects of the lower energy ETA-I1 beam. 
Figure 4 shows measured beam current on ETA-I1 after 
the kicker for a full and 2OnS-wide kicked beam. To 
evaluate the amplitude modulation capability, a 4 1nS 
wide pulse was applied to the kicker. Figure 6 shows 
unkicked and kicked beam position measured downstream 
of the kicker. The system converged to f lmm of the 
desired beam position setpoint in three iterations (three 
beam shots). Note that with the exception of the head and 
tail of the beam, the control system corrected for 
transverse motion (intentionally introduced corkscrew 
motion) of the incoming beam. 
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Figure 5 Measured beam current on ETA-I1 for a full and 
20nS-wide kicked beam (100Ndiv) 
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Figure 6 Unkicked and kicked beam position (2cddiv) 
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